
The Agatec CL100 is a self-levelling laser with a highly 

visible 90° cross line for all interior applications.

It has three line options: horizontal fan angle, 

vertical fan angle, cross line.

Applications: ceiling, levelling kitchen units,

tiling, pipe and socket alignment.

SPECIFICATIONS Art. No. 795840

Range 30 m with detector
Accuracy ± 3 mm at 10 m
Self-leveling range 4° ± 0,5°
Cross line Up to 120° H & V fan angles
Power 3 x AA batteries
Battery life

• Bright mode (default) Up to 20 hours
• Pulse mode (Power-Save Mode) Up to 30 hours

IP IP54
Weight w/o batteries, mount 425 g
Size 106 x 78 x 103 mm
Warranty 2 years

  

  

  

   

Innovative Tools for the Jobsite

  

  

  

   

Agatec SAS - Part of Hexagon Group
60, route de Sartrouville, 78230 Le Pecq, France
Tel. +33 1 34 93 35 80 - Fax +33 1 34 93 35 89

info@agatec.com - www.agatec.com
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Ideal for alignment works, as tiles and cabinet installation
INCLUDES Laser, pouch, 3 x AA batteries
magnetic mount, target plate

• Highest line visibility

• Easy to operate: only 2 buttons

• Rugged housing

• Pulse mode for applications 
with receiver

• Versatile set-up with magnetic 
mount and built in strap
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